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SYT8F-T4M
speakON 8p. F

speakON 4p. M

  technical data   technische daten

SYT8F-T4M 
SPUTNIK y-adapter

line array cablessystems

kabel    

kabeltyp 2x LSC440YS - lautsprecher kabel, äußerst flexibel

kabelmantel PVC

leiter querschnitt 4,0 mm²

steckverbinder 

anschluss 1 1x speakON 8p. female, metall gehäuse / Neutrik

connector 2 2x speakON 4p. male, metall gehäuse / Neutrik

cable     

cable typ 2x LSC440YS, speaker cable, extremely flexible 

cable jacket PVC 

cross section 4.0 mm²

connectors 

connector 1 1x speakON 8p. female, metal shell / Neutrik 

connector 2 2x speakON 4p. male, metal shell / Neutrik

  order / variations  bestellung / variationen

order code

bestell-nr.

fanout length

spleißlänge [mm]

type 

typ

input

input

output

output

colour

farbe

SYT8F-T4M-01.0 1000 y-adapter 1x speakON 8p. female 2x speakon 4p. male black / schwarz

SYT8F-T4M-02.0 2000 y-adapter 1x speakON 8p. female 2x speakon 4p. male black / schwarz

SYT8F-T4M-Y013 500 / 800 y-adapter 1x speakON 8p. female 2x speakon 4p. male black / schwarz

2x LY440YS 2x speakON 4p. M

speakON 8p. F

50 mm

shrink tube, white, printable

additional shrink tube, transparent

shrink tube, white, printable

•  heavy duty speakON 8p plug by KLOTZ with strain relief loop

•  conductor cross-section: 4.0 mm²

•  adapts one 8-way speaker multicores to two 4-way lines

•  robust connectors with metal shells

•  heavy duty speakON 8p stecker von KLOTZ mit zugentlastungsschlaufe

•  leiterquerschnitt: 4,0 mm²

•  adaptiert ein 8-fach lautsprecher multicores auf zwei 4-fach leitungen

•  robuste steckverbinder mit metall gehäuse

•  connecteur heavy duty speakON 8p de KLOTZ avec boucle de décharge de traction

•  section de conducteur: 4,0 mm²

•  adapte un multicore haut-parleur 8x sur deux lignes 4x

•  connecteurs robustes avec corps métallique


